
THERMOFILM
INFORMATION

QUESTIONS?
CALL US

1.800.883.1423

THE THERMOFILM
PROCESS

Our ThermoFilm process begins with a high-quality vinyl 
film in the color of your choice. Your custom lettering or 
logo is then CNC cut into the film. After careful align-
ment, the vinyl is then permanently affixed to the canvas 

through a heat-transfer process.

John Smith
Up to 3 lines of text. Choose

from any of our 30 stock fonts.

STOCK FONT TEXT

AI
Acme Industries

SINGLE COLOR LOGO

Die-cut design for custom
logo. Vector artwork required.

AI
Acme Industries

MULTIPLE COLORS

Die-cut design for custom
logo. Vector artwork required.

STOCK FONTS AND VINYL COLORS

IMPRINT SIZE
GUIDELINESCanvas Back: 13" W x 4.75" H

Canvas Seat: 10" W x 10" H

These are the maximum printable 
dimensions for our canvas sets.

Thermofilm requires vector artwork. If unavailable, vector artwork can be created for 
an additonal fee. Additional fonts and film colors available by request. Just ask!

Colors are digital approximations and 
are for representative purposes only.

Navy

Pantone
Equivalents

Royal

Red
Athletic
Gold

White

Black

Yellow

Cyan
Metallic
Gold

2965 C

647 C

187 C

1235 C

1225 C

2925 C

871 C
Metallic
Silver 877 C

Orange
Kelly
Green
Hunter
Green

166 C

3415 C

560 C

Purple 2757 C

Pink 674 C


